Project Phase 2 COPR Investigation

WATER CONTENT

Location Dundalk Marine Terminal

Sample ID
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N
TTI-S25N

Depth
12.0-12.2
8.7-9.2
8.1-8.6
6.0-6.5
55-6.0
47-438
41-4.7
36-41
2.8-3.6
16-28
09-16
48-50
11.8-2.0

Wt. of can (@)
51.52
51.61
51.6
50.73
51.18
50.33
51.47
51.47
165.5
173.06
163.01
78.2
503.16

CH2M HILL

Perf by
Calc. by
Chk'd by

Wt. of can
+ wet soil (g)
227.31
211.07
211.85
213.98
200.88
187.69
191.97
214.65
300.73
279.42
294.79
199.59
1382.98

WHM
WHM

LC

Wt. of can
+ dry soil (9)
174.57
172.19
165.63
179.39
181.46
167.41
176.21
198.52
291.84
269.21
287.51
180.48
1172.82

Date
Date
Date

Water Content %
42.86
32.24
40.53
26.88
14.91
17.32
12.63
10.97
7.04
10.62
5.85
18.68
31.38

7/17/2007
7/26/2007
7/29/2007

Comments

File No.

Boring No.
Test Pit No. TTI-S25N



